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TEHNOMARKET TMGK 11 A

Tehnicki opis TEHNOMARKET

Sistem TEHNOMARKET TMGK 11 je grupa specijalno konstruisanih profila za izradu podkonstrukcije za
no3enje granitne keramike.
Profili iz sistema TEHNOMARKET TMGK 11 se dobijaju procesom ekstruzije aluminijuma. Kao sirovina koriste se
legure AAG6063 | AAGO60 (DIN standard AIMgS:i 0.5).

Sistem €ine osnovni nose¢i vertikalni profili T 100x60x3 mm ili T 100x60x2 mm u zavisnosti od
predpostavljenog statickog opterecenja.

Vertikale su rasporedene modularno na rastojanju od 600 mm ili drugacije u zavisnosti od konkretnog projekta.
Spoj vertikale sa konstrukcijom objekta ostvaren je preko aluminijumskog standardnog i podesivog ankera L40x120x3
mm podesivog u svim osama. Ankeri su konstruisani tako da se mogu koristiti pri rastojanjima izmedu zida i spoljne
ravni keramike od 60 do 170 mm.

Veza izmedu vertikale i ankera kao i ostale veze na podkonstrukciji ostvaruju se samourezujucim vijcima ili pop
zakivcima od inoksa.

Granitna keramika se kaci na ve¢ ugradenu podkonstrukciju pomoc¢u prihvatnih plo¢a od inoksa sa vidljivim ili
nevidljivim takastim spojnicama. Vidljivi deo plo¢a prema zahtevu narucioca procesom elektrostatske pulverzacije
moze se plastificirati u boji po RAL ton karti.

Radi stabilnosti ugradenih plo¢a na podkonstrukciji kao i neutralisanja dejstva mikrovibracija, izmedu keramike i
prihvatne ploce takasto se nanosi neutralni silikon ili opciono obostrano samolepljiva traka tipa Norton, Scoch, Butyl
ili sliéna.

Ispitivanje Sistema TEHNOMARKET TMGK 11 izvrSeno je na Institutu za ispitivanje materijala Republike
Srbije, a staticki proratun na Institutu Gradevinskog fakulteta u Beogradu.
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A TEHNOMARKET TMGK 11

TEHNOMARKET

Technical description

TEHNOMARKET TMGK 11 is full set of aluminium profiles and accessories for substructure for Ceramic
facades instalation. Extruded profiles are of AA6063 or AAG6060 primary aluminium alloy. TEHNOMARKET

TMGK 11 exposed fixing system is achived by ceramic plates to the load-bearing structure with stainless steel hooks

TEHNOMARKET TMGK 11 consist of:

Aluminijum T shaped profiles: T100x60x3 mm or T100x60x2 mm as a vertikal profiles
Aluminium L shaped Anchors: L40x120x3 mm

Different type of clamps (centre, side, side staring, centre staring)
Stainless Steel Rivets or selfthreading Bolts
Expansion Bolt

The complete system for substructure TEHNOMARKET TMGK 11 is certified by IMS Institute, Belgrade and
Static's by Faculty of civil Engineering, Belgrade.
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